





Mini tags

Mini tag is our smallest RFID tag suitable for industrial use.
Its diameter of only 10 mm makes it the ideal candidate
for applications requiring a very small and robust RFID tag.
Mini tag can be used for laundry applications.

m Material: PAST

Diameter: 10 mm

Thickness: 2 mm

Protection: IP68
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m Operating temperature from -25°C to 90°C




HF labels

HF label is a typical identification label which contains
a programmable integrated circuit based on an HF (High
Frequency) chip and has an antenna connected to it.
HF label operates by collecting energy from the RF field
emitted by a reader device. Its base is made out of paper
or plastic.

The label can have self-adhesive surface with a cover.
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CD/DVD labels

CD/DVD label is a sticker with RFID chip that can be stuck
on the CD/DVD disc. The label is specially designed for
libraries to help manage their CDs and DVDs collections
and protect them from theft.
m PP material
m Colours: transparent
m Operating temperature from -10°C to 45°C
m Dimensions:

= diameter 35/40 mm,

= central hole 16 mm,

= thickness 0.45 mm e



Services

B Printing personalization B Ultrasonic welding B R&D
B Laser engraving B Digital cutting B Customer support

B Electronic personalization M Potting B OEM design



Printing personalization

Most of our products can be personalized using full colour
printing. For printing we use high resolution inkjet printing
technology which enables high quality full colour printing
at reasonable costs. Unlike other printing technologies, it
can also be used to print on uneven surfaces, rounded
edges etc. We can produce a sample of the personalized
product for approval by the customer before producing the
whole series.
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Laser engraving

Our Sail and Teardrop key fobs, Watch and Ultrasonic wrist
bands can be personalized using laser engraving
technology. Laser engraving "burns” the graphic into the
underlying structure of the material and is highly resistant
to abrasion. The one-colour design (mostly black,
depending on the material) can be a logo, serial number or
a code corresponding to the chip inside the product.



OEM design

LUX-IDent is aware that the hyper competitive nature of
the present market requires us to provide
a customer-specific approach which often includes
a product-specific design. We can support our clients
during the product development phase, during the pilot
phases of the project and in the development of
customized products.
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Why choose LUX-IDent

= Tradition = Speed i -
= Quality = Continuity E 1
= Flexibility = Stability *

= Professionalism = Partnership =

= Customization = Made in EU < 7




Contacts

Please feel free to contact us at any time for a more detailed discussion
about your potential needs.

LUX-IDent s.r.o. ( Ltd.)
Tovarni 368

563 01 Lanskroun

Czech Republic

Martin Brezina, Sales and Business Development Director

Tel.: +420 465 352 500

Fax: +420 465 352 501
E-mail: brezina@lux-ident.com
Website: www. lux-ident.com

GPS position: Longitude 16° 36’ 14" E, Latitude 49° 54" 34" N



